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CARACTERÍSTICAS

INTRODUCCIÓN

* Prueba de fuerza de control de lazo cerrado.
* Seguimiento y pruebas en forma automática, no hay error en la 
prueba causado por la deformación del bastidor y la pieza de trabajo.
* El cabezal de medición  puede moverse hacia arriba o hacia abajo y 
sujetar la pieza de trabajo de forma automática, sin necesidad de 
aplicar fuerza de ensayo preliminar a mano.
* Gran precisión en el desplazamiento de la escala óptica como 
sistema de medición.
* Mesa de prueba grande, que es adecuado para pruebas sobre 
piezas de geometría irregular y piezas de trabajo pesadas.
* La primera prueba es eficaz.
* Gran pantalla LCD, menú de operaciones, funciones completas 
(procesamiento de datos, equivalencias de dureza entre las diferentes 
escalas de dureza).
* Interfaz de datos RS232
* Computadora superior es opcional (equipada con un software espe-
cializado).
* La precisión se ajusta a GB / T 230.2, ISO 6508-2 y ASTM E18.

La máquina probadora de durezas Rockwell 300HRSS -150 resulta ser 
la adecuada para determinar la dureza Rockwell y Rockwell Superficial de 
metales no ferrosos, acero de aleación y aleaciones duras, así como 
capas tratadas de la superficie de metal, como la capa de cementado, 
nitrurado y la capa de recubrimiento galvanizado, etc.  Es especialmente 
adecuado para determinar la pieza de trabajo heterotípica.

Máquina probadora de 
durezas Rockwell 

300HRSS-150 

Feature & Use
* Test force closed-loop control
* Automatic tracking and testing, no test error caused by defor-
mation of frame and workpiece
* Measuring head can move upwards or downwards and clamp 
the workpiece automatically, no need to apply preliminary test 
force by hand
* High accuracy optical grating displacement measuring system
* Large test table, which is suitable for testing of abnormal shape 
and heavy workpieces
* The first test is effective 
* Large LCD display, menu operation, complete functions (data 
processing, hardness conversion between different hardness 
scales)
* RS232 data interface (optional)
* Upper-computer is optional (equipped with special software)
* Precision conforms to GB/T 230.2, ISO 6508-2 and ASTM 
E18

    It's suitable to determine the Rockwell & Superficial Rockwell hard-
ness of ferrous metals, alloy steel and hard alloy, as well as treated 
layers of metal surface, such as carburized layer, nitrided layer and 
electroplated coating, etc. It's especially suitable to determine hetero-
typic workpiece.
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